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DRL-48V240W1EN

HIKVISION - DRL-48V240W1EN (Industrial Power Supply Unit), telekommunikasiya, tahliikasizlik ve avtomatlagdirma
sistemlarindaki agir yiiklari qidalandirmaq iigiin xiisusi olaraq dizayn edilmis 240W yiiksak giic tutumlu (48V DC, 5A) sanaye
tipli gida blokudur. 9vvalki 75W-liq modellardan farqli olaraq, bu cihaz eyni anda onlarla IP kamerani va ya ¢ox enerji talab
edan (PoE+ / PoE++) avadanliqlari rahatligla islada bilir. "DIN-Rail" (TS35 rels) arxitekturasi sayasinda server skaflarinda va
¢ol montaj qutularinda vintsiz, siiratli quragdiriima imkani verir. Genis giris garginliyi (AC 100-240V) sayasinda elektrik
sobakasindaki geyri-stabilliklari tanzimlayarak cihaza tamiz va sabit 48V enerji otiiriir. Sart sanaye standartlarina cavab

veran bu model, qisaqapanma, asiri yiiklanma va yiiksak goarginlik sigramalarina garsi daxili goruma mexanizmlarina malikdir.

Specifications

Model DRL-48V240W1EN
Brand Hikvision

Volt 48V

Amper SA
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KEY FEATURES

Feature
Brand

Model
Product Type
Input Voltage Range

Nominal Output Voltage
Output Voltage Adjustment

Nominal Output Current
Output Power

Mounting Type
Cooling System
Protections
LED Indicator

Application Area

Details
Hikvision
DRL-48V240W1EN
Industrial DIN-Rail Power Supply (Sanaye Tipli Qida Bloku)

100-240V AC (50/60 Hz)
48V DC

Yes (On paneldan tanzimlana bilan voltaj)
50A
240 W

Standard TS35 DIN Rail (35mm Rels)

Convection (Fansiz passiv hava soyutmasi)

Short Circuit, Overload, Overvoltage, Over Temperature
DC OK (Yagsil LED)

Industrial PoE Switches, Access Control, Factory Automation
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