
HIKVISION

DS-2CD1047G3H-LIU
Kod: 00-00004158  ·  Kamera

Hikvision DS-2CD1047G3H-LIU daxili mikrofonu olan 4MP bullet IP kameradır. ColorVu 3.0
və 30m İQ texnologiyası ilə gecə-gündüz rəngli və aydın təsvir verir. 2.8mm obyektivi və
IP67 qoruması sayəsində çöl məkanların təhlükəsizliyi üçün mükəmməl və etibarlı həlldir.
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Ətraflı məlumat

Feature Specification

Image Sensor 1/1.8" Progressive Scan CMOS

Max. Resolution 2560 × 1440 (4 MP)

Min. Illumination 0.0001 Lux @ F1.0 (Color)

Day/Night IR cut filter

Illumination IR & White Light (Up to 30 m)

Lens Type Fixed focal (2.8 mm or 4 mm options)

Aperture F1.0

Field of View 2.8 mm: 104° (H); 4 mm: 89.3° (H)

Detection Range 2.8 mm: 61 m; 4 mm: 68 m

Identification Range 2.8 mm: 6 m; 4 mm: 6 m

Compression H.265+/H.265/H.264+/H.264/MJPEG

WDR 120 dB

Image Enhancement BLC, HLC, 3D DNR

Built-in Mic Yes (Mono)

Compatibility ONVIF (Profile S, G, T), ISAPI, SDK

Supply 12 VDC or PoE (802.3af)

Consumption Max. 7 W (12 VDC) / 9 W (PoE)

Ingress Protection IP67

Construction Plastic cover, metal body

Dimensions 69.1 × 66.9 × 172.9 mm
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