
Specification

Model     IPC-A26LP  

Camera      

Matrix         1/2.8" 2 MP Progressive Scan CMOS   

Effective pixels    1920 x 1080   

IR distance      10 m (33 ft) 

Lens

 

Lens type        Fixed   

Focal length 3.6 mm

Viewing angle 89° 

Pan/Tilt    

Pan/Tilt Range  Pan:355°; Tilt:0~90°   

Video and Audio   

Video compression 
H.265/H.264
 

Frame frequency  Up to 25 / 30 fps 

Digital zoom 
16x
 

Audio  Two-way conversation 

Manage notifications   

Motion Detection  Yes

People detection   Yes

Custom region  Yes   

Abnormal alarm  Yes

Net   

Ethernet port  1 x 100 Mbit/s 
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WiFi   IEEE802.11 b/g/n, 50m open space 

Mobile applications  iOS, Android 

Compatibility   

Protocol 
Onvif
 

Auxiliary Interface   

Memory slot  Micro SD card slot (up to 256 GB) 

Built-in microphone and speaker  Yes

Reset button   Yes

Certificates   

Certificates 
CE, FCC
 

Environment   

Working temperature   10°C~+45°C, Less than 95%RH 

Electrical properties    

Power supply  DC 5V1.5A 

Power consumption  <5.5 W 

General information   

Color  Black 

Dimensions 
90 × 90 × 107.4 mm
 

Weight  256 g (0.56 lb) 
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