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UNIVIEW

IPC-B132-AF28-DL-ECO

Kod: 00-00005785 - Kamera

Uniarch IPC-B132-AF28-DL-ECO - 2MP (Full HD) obyektivli Smart Dual Light bullet iP
kameradir. Daxili mikrafonu sasi keyfiyyatli yazir, agilli dual-light isiglandirmasi isa geca

rejiminds rangli tasvir verir. Hava saraitina d6zimlu korpusu ils ¢6l makanlar Ggun ideal

secimdir.
\
Texniki gostaricilar
_—l_.. 1P ™ 2 MP
Nov Megapixel
- LED = 30 m
Q- = _
Isiglandirma Isiglandirma masafasi
_—|_.. Mic @ Sabit
Mikrofon Obyektiv
=1 2.8mm O IP67
=
Fokus Qoruma
_—l_.. Plastik _—_..l Outdoor
Material is muhiti
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Parameter

Brand

Model

Camera Type

Resolution

Lens

Field of View (FoV)

Night Vision / lllumination

IR / Warm Light Distance

Audio

Video Compression

Day/Night Switch

Digital Noise Reduction

Wide Dynamic Range

Network Interface

Interoperability

Ingress Protection

Power Supply

Power Consumption

Operating Conditions

Specification

Uniarch

IPC-B132-AF28-DL-ECO

Bullet IP Network Camera

2 MP (1920 x 1080) @ 25/30 fps

2.8 mm Fixed Lens

~100° (Horizontal)

Smart Dual Light (IR + Warm White LEDs)

Upto30m

Built-in Microphone

Ultra 265, H.265, H.264

IR-cut filter with auto switch (ICR)

3D DNR

DWDR (Digital WDR)

1 x RJ45 10M/100M Ethernet Port

ONVIF (Profile S, Profile T), API

IP67 (Weather-resistant)

12V DC + 25% / PoE (IEEE 802.3af)

Max 5.5 W

-30°C to 60°C (-22°F to 140°F), Humidity < 95%
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