
Specification

Model       Ranger 2 3MP (IPC-K2EP-3H1W-imou)     

Camera      

Matrix    1/3” Progressive Scan CMOS       

Effective pixels    2304 x 1296  

Night vision         10 m (33 ft) 

Lens

 

Lens type Fixed  

Focal length  3.6 mm 

Viewing angle    Horizontal:87°; Vertical:48°; Diagonal:108°     

Pan/Tilt  Pan:355°; Tilt: -5~80° 

Video and Audio     

Video compression H.265/H.264 

Frame rate   
Up to 25 / 30 fps
 

Digital zoom 8 x 

Audio    Two-way conversation   

Manage notifications       

Motion Detection  Yes

Custom region   Yes

People detection Yes

Abnormal beep  Yes
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IMOU Ranger2 (IPC-K2EP-3H1W-imou) Camera WiFi built-in 3MP

 

Model IPC-K2EP-3H1W (Ranger 2)

Brend Imou

Meqapixel 3 MP

Gecə görmə məsafəsi 10m

Səs İkitərəfli səs

Micro SD 256Gb

Internet Wifi

İş mühiti Indoor
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Net     

WiFi
IEEE802.11b/g/n, 50m, open space
 

Smartphones    imou App: iOS, Android 

Compatibility    Onvif 

Auxiliary Interface   

Storage  
Micro SD card slot (Up to 256 GB)
 

Audio Built-in microphone and speaker   

Reset button    Eat   

Certificates  

Certificates C.E.

Environment     

Operating temperature    -10°C~+45°C, Less than 95%RH

Electrical properties      

Power supply   
DC 5V1A
 

Power consumption    <3.31 W 

General information    

Color White   

Dimensions      77.4 mm × 77.4 mm × 108.1 mm (3.05" × 3.05" × 4.26")

Weight
197 g (0.43 lb)
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