
ME30
Mercusys ME30 AC1200 range extender ilə Wi-Fi “ölü zonaları” aradan qaldırın. 2.4 GHz (300 Mb/s) + 5 GHz (867 Mb/s)

sürətlər, WPS-tən bir toxunuşla qurulma, Smart LED siqnal indikatoru və Ethernet portu (10/100 Mb/s) ilə kompüter və oyun

cihazlarını da qoşmaq mümkündür.

Specifications

Model ME30

Brand Mercusys

WIFI WiFi5

Geni?lik Dual band

Tezlik 2.4Ghz/5Ghz
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KEY FEATURES

Category Specification

Wireless Standards IEEE 802.11a/n/ac (5 GHz), IEEE 802.11b/g/n (2.4 GHz)

Frequency 2.4 – 2.5 GHz, 5 GHz

WiFi Speeds Up to 1200 Mbps (867 Mbps on 5 GHz, 300 Mbps on 2.4 GHz)

Reception Sensitivity 5 GHz: 11ac HT80 MCS9 < -63 dBm

2.4 GHz: 11n HT40 MCS7 < -70 dBm

Transmission Power < 20 dBm

Wireless Security WPA-PSK / WPA2-PSK

Category Specification

Dimensions 112 × 84.7 × 39 mm

Interfaces 1 × 10/100 Mbps RJ45 port

Button RESET / WPS button

Antenna Type 2 × External antennas

Power Consumption 9.2 W

Category Specification

Certifications CE, RoHS

Package Contents • Wi-Fi Range Extender (ME30)

• Quick Installation Guide

Environment Operating Temperature: 0°C–40°C (32°F–104°F)

Operating Humidity: 10%–90% (Non-condensing)
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