
Specification

Speed ??5 gHz 2400 Mbps

Speed ??2 gHz 300 Mbps

Antennas Mimo 5gHz 4

Antennas Mimo 2gHz 2

Dimensions 200 x 204 x 27 mm

Weight 508 gr

BlueTooth X

Network interface 2 x 10/100/1000 Ethernet

Buttons Reset

Wi-Fi standard 802.11 a/b/g/n/ac/ах

Nutrition Passive Power over Ethernet 48V, 802.3at support

Maximum power consumption 8

Power 5 GHz 22

Power 2 GHz 20

BeamForming x

BSSID up to 4 independent networks per channel

Energy saving supported

Safety wpa 3 and below

Certificates CE, FCC, IC

Installation hole / tabletop

Working temperature from -30 to +55 C (except cold start)

Humidity from 5 to 80% (with condensation)

Advanced Traffic Management  

VLAN 802.1Q

Advanced QoS user channel width limitation

U6-Mesh
Ubiquiti UniFi 6 Mesh Access Point 2,4 və 5 GHz diapazonlarında 2,7 Gbit/s-ə qədər məlumat
ötürmə sürətlərini təmin edən simsiz giriş nöqtəsidir .

 

Model U6-Mesh

Brend Ubiquiti

WIFI WiFi6

Tezlik 2.4Ghz/5Ghz

Qoşulma sayı 300+

Mesh Mesh

Genişlik Dual band

PoE PoE
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Guest Traffic Isolation supported

WMM Voice, Video, Best Effort, and Background

Load per point (register/subscriber) 300 / 40

802.11a 6, 9, 12, 18, 24, 36, 48, 54 Mbps

802.11n 6.5 Mbps .. 450 Mbps (MCS0 - MCS15, HT 20/40)

802.11ac 6 Mbps .. 1300 Mbps

802.11g 6, 9, 12, 18, 24, 36, 48, 54 Mbps
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