Datasheet

U B I Q U ITI www.eurotechnology.az

USW-PRO-24-POE ( UNIFI SWITCH PRO )

Ubiquiti USW-Pro-24-PoE (Gen2), korporativ sabakalar va boyiik layihalar iigiin nazards tutulmus tam idars edils bilan (Fully
Managed) Layer 3 sabaka agaridir. Cihaz iizarinda 24 adad Gigabit RJ45 portu movcuddur; bunlardan 16-si standart
avadanliglar iigiin PoE+ (802.3at), qalan 8-i isa gox yiiksak giic talob edan cihazlar iigiin PoE++ (802.3bt) enerjisi verir. Umumi
PoE biidcasi nahang 400W taskil edir. $abakanin niivasina (Core Switch) va ya serverlara ultra-siiratli baglanti yaratmagq iigiin
2 adad 10G SFP+ (Fiber optik) yuvasi ila tachiz edilib. UniFi Network tatbiqi vasitasila diinyanin istenilan yerindan

markazlasdirilmis, grafik interfeysli idaraetma va monitoring imkani yaradir.

Specifications

Model USW-PRO-24-POE ( Unifi Switch Pro)
Brand Ubiquiti

Port say? 24 Port

Tip Smart

POE giicii 400 W

Port siir?ti 1000mb/s

PoE PoE+
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KEY FEATURES

Feature
Brand

Model

Total Non-Blocking Throughput
Switching Capacity

Forwarding Rate

RJ45 Network Ports

SFP+ Fiber Ports
PoE Interfaces (Ports 1-16)

PoE Interfaces (Ports 17-24)

Total Available PoE Budget

Management Interface
Display
Power Method

Rackmountable

Details
Ubiquiti Networks
USW-Pro-24-PoE (Gen 2)
44 Gbps
88 Gbps
65.472 Mpps

(24) 10/100/1000 Mbps Gigabit Ethernet Ports
(2) 1/10 Gbps SFP+ Ports

PoE/PoE+ (Pins 1, 2+; 3, 6-) - Max 32W per port

60W PoE++ (Pair A 1, 2+; 3, 6-) (Pair B 4, 5+; 7, 8-)
400W

Ethernet In-Band (via UniFi Network App)

1.3"LCM Color Touchscreen

Universal AC Input (100-240V) or USP-RPS DC Input
Yes (1U Rack hardware included)
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